
Three (3) copies of !be drawlnp must IICcompany !be ulBlty 
permit appllcallon. 

When applicable, the fOllowing supplements arc also required CO~O~MBE:E!:~:W 

and shall become a jllIrt of this pennit: Bridse Atlacbment, 
Pipe Dala Sheet or Certification fOr Permit Ugllting. 

( !,?,EREI) IN COMPIITER FILE 
'-L Y'~Il?~ 1'1' 

"T~IAL AND I)ATE 
STATE OF LOUISIANA 

DEPARTMENT OF TRANSPORTATION AND DEVElOPMENT 

UTILITY PERMIT 


(Required by State Law) Rev 5/13 

A copy of this permit sball be avallable at the SiR wbe.., .nd wben work Is performed. 


WhcreasAT&T 
(Print or type name ofapplicant) 

hen:inafter termed oppliwtt, I1IqlJeStlI a pennit for tho use and occupancy of the right-of-way ofState Highway No, 90 

(in Decimal 0.._ e." Lat:-30.4S9.1..oc1a: -91,(78) 

in ST MARY Parish, located as follows: 

from: HWY90 Lat: 29.680528 Long: -91.273988 
to:..t:rflt..llQ Lat: 29689817 Long: 

for fho installation, cpenltion and maintenance oflhe following described project (please sul1lllllrize and use additional.heets as necessary): 

PLACING 8860' OF FIBER OPTIC CABLE - 8481 AERIAL· 379' MACHINE TRENCH 

Estimated number of timllS Ibis filcility will be accessed _h year after construction hus been oomplell!d, including meter readings: ______ 

By .Iplllllbb permit, applla.ntlpermllee bereby .cknowledpt recetvlng II copy of tlte permit, !be gelleral conditions and standards, the 
Stalldardl for !be lastalradon or Plpellaes on State Rlahw.,., and the Standards for Ibe In.taIl11l1ol1 orSupply and Communication Unes 011 

Slate H1ch""ys, allllacrees to comply wllb aU provl.lolIJ conWned !bliftlll allll aUlIPpUcabie la".1, Nell and regwlldOllI. 

DOTDUSl!ONLY: 

Permit is subject 10 die following condilion.s euse additionalllheets as nece!lSl1lY): 


9-1;,-14
(Signed) IOlf'N 1ll'H(,...t /'ffK(NY •L ".1 • 

(Printed or 1Yped)o Oislrict Traffic Operation Bngineer I Date (Name of Person Signing Pennit) 

MGR OSF>FlNG &ENRG DESIGN 

(Title)o District AdministrBlOr (or Desil!JleC) I Dllte 5565 HWY 311 

(S!n:eI or P.O, Box)
Print Name -7:'"=--:--::---:--::---:~-:---

Applicant mast noll". District Perrnlt Specialist HOUMA _ _----.l.A __Bl36l1 
atp.onenumb~__~_~:-_~~_--:~~__ (City or Town) (Stale) (Z.ip Code) 
prior to begillDing work alld after work I. completed. 985 580-7164, 

(Telephone Number) 
Final inspection and approval by: _______ BJ3550I!I)ATI.COM 

(B-mail Address) 

tssueOate., DOTD APPRO\' AL:---:--
lnstallaoon to be complllled by: 

Date 
Dimet Admin;. 
Print Name '{"<JAlJ"4 ,Ja41'A. I'C( ! ':tQ 
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PenniI Number 0 30fJ..Jc.fl 0 
The following general conditions and standards shall apply: 

FIRST: That, the righes and privileges granted herein shall be nonexclusive and shall not be construed to be any broader than 
those expressly set out in Ads of the Legislature of the State of Louisiana, regardless of the language used in this permit and 
that any facilities placed on the highway right-of-way shall be placed in accordance with existing laws and the standards of the 
Department 
SECOND: That, all Facilities thereto, after having been erected, shall at all times be subject to inspection and the right is 
reserved to rcquirc such changes, additions, repairs, relocations and removal as may at anytime be considered necessary to 
permit the relocation, reconstruction, widening and maintaining of the highway and to provide proper and safe protection to life 
and property on or adjacent to the highway. or in the interest of safety to traffic on the highway and that the cost of malting 
such changes, additions, repairs and relocations shall be borne by the applicant, and that all of the cost of the work to be 
accomplished under this permit shall be borne by the permittee who agrees to hold the Department harmless therefore. 
THIRD: That, the proposed facilities or their ope!1ltion or their maintenance shall not unreasonably interfere with the facil ities 
or the operation or maintenance of the facilities of other persons, firms or corporations prcviously issued permits of use and 
occupancy. and the proposed facilities shall not be dangerous to persons or property using or occupying the highway or using 
facilities constructed under previously gn!nted permits of use and occupancy; and that the Department's records of prior 
permits are available, it being the duty of the applicant to determine the existence and localion of all facilities within the 
highway right of way. 
FOl/llTB: That, installations within the highway right-of-way shall be in accordance with applicable provisions contained in 
the following; AASHTO Guide for Accommodating Utilities within Highway Right of Way. Code of Federal Regulations 23 
(CFll 23), National Electrical Safety Code C2, 1996 Federal Telecommunications Act. Those facilities no« included in the 
above mentioned documents shaH be in accordance with accepted practice. Wherc standards of the Department exceed those of 
the above cited codes, the standards of the Department shall apply. The Department reserves the right to modifY its policies as 
may be required ifconditions wamnt. 
FIFI1I: That, data relalive to the proposed location, rcIOCa1ion and design offixture8 or appurtenances as may be required by 
the Department shall be !i.irnished to the Department by the applicant free ofcost, and that the applicant shall make any and all 
changes or additions necessary to make the proposed facilities thercto satisfactory to the Department. 
SIXTH: That, cutting and trimming of trees, shrubs, etc., shall be in accordance with the Department's EDSM IV 2.1.6 and 
Vegetation Manual, as revised. 
SEVENTH: That, the applicant ~es to defend, indcttmifY. and hold harmless the Department and its duly appointed agents 
and employees from and against any and all claims, suits, liabilities, losses, damages, costs or expenses, including attorneys' 
fees sustained by reason of the exercise of this permit, whether or not the same may have been caused by the negligence of the 
Department, ies agenes or employees, provided, however, that the provisions of this last clause(whether or not the same may 
hav.:: been caused by the negligence of the Department, its agents or employees) shall not apply to any penional injury or 
property damage caused by the sole negligence of the Department, its agents or employees, unless such sole negligence shall 
consist or shall have collSisted entirely and only ofnegligence in the granting of a permit or permits. 
EIGBl1I: That, the applicant is the owner of the flll:i1ity for which a permit is requested, and is responsible for maintenance of 
such: and any permit granted by the Department is granted only insofar as the Department had the power and right to grant the 
same. 
NINTH: That, any permit granled by the Department is subject to revocation at any time. 
TENTH: That, signing for warning and protection of traffic in instances where workmen, equipment or materials arc in close 
proximity to the roadway surfacing, shall be in aocordance with requirements contained in the Department's Manual on 
Uniform Traffic Control Devices. No vehicles, equipment and/or materials shall operate from, or be parked, stored or stock 
piled on any highway, median, or in an ares. extending from the outer edge of the shoulder of the: highway on one side to the 
outer edge of the shoulder of the highway on the opposite side or in the median of any divided highway. 
ELEVENTH: That, all provisions and standards contained berein relativ.:: to tbe installation of utilities shall apply to future 
operation, service and maintenance of utilities. 
TWELFTH: That, drainage in highway side and cross ditches must be maintained at all times. The entire highway right of 
way affected by work under a pennlt must be restorcd to as good a condition lIS existed prior to beginning work to the complete 
satisfaction ofthe Department's RIW Permit Engineer. 
THIRTEENTH: AJ1y nOli-metallic or IlOn-collductive underground facility must be installed with a non-colTOsive metallic 
wire or tape placed directly over and on the center ofthe facility for its entire length within highway right-of-way. Wire or tape 
must be connected to all facHities. 
FOURTEENTJI: Prior to performing any excavations, the applicant is required to call Louisiana One Call. If installing any 
underground facilities such as cable or conduits, the applicant must be a member of Louisiana One Call. In addition, the 
applicant must contact DOTD at 1-800-259-4929 or DOTP-FiberLocates@!uov at least 24 hours prior to perfonning any 
excavation on OOTD Right-of-way (either for installation or maintenance). 

HEADQUARTER.S (oriainal) pc: DISTRICT 	 pc: PERMI1TEB 
POII"20f4i 

I 



Pennil Number Q3orn41o 
STANDARDS FOR THE INSTALLATION OF PIPEUNES ON STATE HIGHWAYS 

A. 	 GENERAL 
(I) 	AU materials and workmanship shall confom to the requirements of the applicable industry code and to Department 

specifications. 
(2) 	 All safety precautions for the protection of the traveling public must be observed. Undue delay to traffic will not be 

tolerated. 
(3) 	All excavations within the limits of the right-of-way shall be bacldilled and tamped in six inch layers to the del1lli.ty of 

the adjacent undisturbed soil. Where sod is removed or destroyed. it shall be replaced. Where it is necessary to make 
excavations in the shoulder, the top six inches ofbacldill shall be sand-clay gravel or equivalenl. Where existing spoil 
material is, at the discretion ofthe Department, unsuitable for bacldill, select material shall be furnished in lieu 
tbereof and the existing materiaI disposed of by approved methods. 

(4) 	Protruding valves and other above ground ap~urtcnlUlCCS shall not be installed at any point within the right of way of 
tbe highway except for vents, markers, etc., which may be installed at the right-of-way line, unless specifically 
approved herein. 

B. 	 PARALLEL TO nm HIGHWAY (All provisions ofgeneral standards to apply.) 
(1) Pipelines paralleling the highway: 

(a) 	 shall occupy the last few feet of the right-of-way back ofthe ditch except where upon showing ofactual necessity 
a permit is issued for another location; 

(b) 	 shall have a minimum earth cover oftwenty-four (24) inches; 
(c) 	 shall have a minimum clearance of twenty-four (24) inches below elCisting or proposed drainage structures, where 

possible. 
(2) Utilities paralleling the bighway are limited to distribution facilities. 

C. 	 CROSSING THE BIGHWAY (All provisions of general standards apply.) 
(1) Uncascd pipelines may be permitted, provided the conditions outlined in ED.S.M. IV 2.1.9 are met. 
(2) 	 If the permittee elects to usc casing. it must extend from right-of-way to right-of"way, and be properly vented and 

marked at or beyond the right-of-way line. 
(3) 	 For cased pipelines, the casing shall have at least four (4) feet of cover below the roadway and two (2) feet of cover 

below ditches or drainage struclllres. Uncased pipelines shall have at least five (5) fcct and three (3) feet of cover 
respectively. 

(4) 	 Crossings shall be made at as nearly right anglcs to the highway as possible. No sisting drainage slruclllre under the 
highway may be used for this purpose. 

(5) Construction methods used shall be in accordance with the following requirements: 
(a) 	 Cutting the surface or tunneling under it is specifically prohibited. 
(b) 	 Installation shall be made either by boring or jacking under and through the highway at least from ditch bottom to 

ditch bottom. In the absence of ditches, or along se<:t:iollll of highway with curb or gutter, boring or jacking shall 
elCtend beyond the outside edge of the tIaveled way to a point at least equal to three (3) times the vertical 
difference betwccn the elevation of the roadway surfacing and the elevation of the top of the cable. Where width 
of right-of-way is insufficient to enable compliance with !his n:quirement or where it is necessary to make a 
connection to an eJtisting parallel facility which precludes compliance, the distance shall be to the right-of-way 
line or to the parallel facility. Any voids or overbreak.s resulting from this shall be backfilled with grout consisting 
of a cement mortar or sluny of tine sand or clay, as conditions require. Excavating an open ditch to the edge of 
the pavement and boring and jacking the remainder of the distance is prohibited. Jacking and boring shall be done 
in accordance with Section 728 ofthe La. Standard Specifications for Roads and Brldges, latcst edition. 

D. 	 REMOVAL AND ABONDONMENT OF UTILITY FAClLlTIES 
(1) 	 All facilities installed within state bighway right-of-way shall be removed and disposed of by their owner as soon as 

they stop aerving a useful purposc. Facilities llllIy be abandoned under the following circumstances. 
(a) 	Pipelines and casings crossing highways or other hard surfllccs may be abandoned in place, with the 

recommendation of the district utility and permit specialist and the project engineer, and witb the approval of the 
headquartcts utility and permit engineer. 

(b) 	Pipelines and casings installed along highways, may be abandoned in place, with the recommendation of the 
district utility and permit specialist and the project engineer, and with the approval of the headquarters utility and 
permit engineer, provided that they arc less tban 6 inches in diameter, or that they are buried with more than 8 
feet or cover. 

(c) 	 Electrical and communication facilities installed within a casing, and cl'OllSing under highways or other hard 
surfaces may be abandoned in pIKe with the recommendation of the district utility and permit specialist and the 
project engineer, and with the approval of the beadquartm utility and permit engineer, provided that the cable is 
removed from the casing. 

(d) 	 Uncased cables crossing under highways or other bard surfaces may be abandoned in place provided that they are 
removed to a point as ncar to the edge ofthe highway as feasible. 

HEADQUARTERS (originll) pc: DISTRICT pc: PERMrITEE 
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Pennlt Number 0 ~a.lg I0 
(e) 	 Electrical and communication cables installed along highways may be abandoned in place, with the 

recommendation of the district utility and pennit specialist and the project engineer, and with the approval of the 
headquarters utility and permit engineer, provided that they are less than 4 inches in diameter, or that they are 
buried with more than 8 feet ofcover. 

(I) 	All above ground facilities installed along slate highWll.ys shall be removed and disposed of by their owner as 
soon as they stop scrving a useful purpose. 

(g) 	 Facilities that are located so that their removal would be likely to result in damage to the highway, or to other 
facilities, may be: abandoned in place, with the recommendation or the district utility and permit specialist and the 
project engineer, and with the approval of the headquarters utility lind permit engineer. The procedure for 
abandoning tbesc lilcilities will be specified on a clIsc-by-casc basiS; however, in general, sections shall be 
removed here possible, and all remaining lines shall be filled with grout. 

(2) 	 Where it is not possible nor feasible to remove pipelines andlor casings under existing highways, such pipelines 
andlor casings may be abandoned in place provided removals shall be accomplished by the owner, as ncar to the 
highway on each side as possible and in all cases, beyond existing ditches to right-of-way lines, and further provided 
that all pipelines and/or casings abandoned under the highway shall be abandoned in accordance with D.O.T. Title 49 
(i.e., pipelines are purged, capped, and tilled with grout; note that when highway construction will remove the line in 
the near future, the DOTD's project engineer may approve the use of water in place ofgrout). 

(3) 	 Pipelines and cables shall be removed from abandoned casings where possible. 
(4) 	 In all cases the highway right-of-way shall be repaired, at the permittee's expense. to match DOTD standards. An 

approved bacld!H material shall be used to fill in any trenches or low areas, and shall be compacted to the same 
density as the surrounding soil. Any desirable trees or shrubs that are damaged shall be replaced, and any other 
damages (i.e. to subsurface drainage, traffic signs, etc.) shall be repaired. 

(5) 	 Companies who filiI to comply with this by leaving their lilcilities within highway right-of-way after they are no 
longer used, or by not repairing the right-of-Wll.y after removing their lilcilities, shall not receive any permits until the 
situation is rectified. 

(6) 	 In cases where the DOTD decides that it is necellSllry to remove a lilcility and/or to repair highway right-oC-way 
damaged by a utility or the utility's lilcility. the company shall be in'l'Oiced for costs to the DOTD for removing 
abandoned facilities, or for repairing damaged right-of-way. Unpaid in'l'Oices shall be referred to DOTD's 
accounting section for further action. 

(7) 	 Note that a recommendation for abandonment by the project engineer is required only on construction projects. The 
district construction engineer should be consulted by the district utility and permit specialist when an abandonment 
may cauae a poteotial problem with future construction. The assistant district administrator should be consulted by 
the district urility and permit specialist when l1li abandonment may cauae a potential maintCilance problem. 

(8) 	 The owner of the abandoned facilities shall maintain full respoDllibility for any future problems caused by the 
facilities.. and shall remove the lilcilities upon receiving a written request from the oom. The cost of removing these 
lilcilities shall be borne by the owner and the DOTD shall Msume no liability for this cost. 

STANDARDS FOR THE INSTALLATION OF SUPPLY AND COMM1JNICATIONLINES ON STATEHIGBWAYS 

A. 	 All pole lines shall occupy the last few feet of the right-of-way behind the ditch but shall be no further from tbe right-of
way line than one-half of the width of tbe cross-arms plus one foot, except where upon a showing of actual necessity a 
permit is issued for another location. 

B. 	 A minimum vertical cleanance of twellty (20) feet shall be maintained between the traveled surface of the highway and any 
aerial inslBllation. In DO ClIS"C shall the vertical clearance for an overbead utility line be less than the clearance required by 
the National Electrical Safety Code. A minimum clearance of sixteen (16) feet shall be maintained between existing 
ground elevation and any aerial installation when such installation is within highway right-of-way but does not cross the 
traveled surface ofa highway. 

C. 	 Where supply andlor communication lines are placed underground, the standards for pipelines shall govern. Underground 
electric facilities must have at least four (4) feet of cover and must be encased when crossing a highway. These facilities 
must also be adequately marked by appropriate signs at specified locations. 

HEADQUARTERS (original) pc: OfSTRJCT pc: PERMlTIEE 
Pall"" of4 

http:highWll.ys


Q-:r 
r

~ 
Q 

PLACING 8860' OF FIBER OPTIC CABLE 
6481' AERI AL 
379' MACHINE BORE 
I NTERSECTI NG HWY 182 _Cild__ 

~ ..-~ ~~" """'00 f J 

- 1.- .. ....1.-.-- w -----J- ...... 

"" ". 
J:.~~/It() ;r'>9'~ , LOTlLO"" 

'""'C: 
1C 

P" \ 2'.S.,...."''''It C.;IS ee-~ '.,,,,:?,: .,,.".il6'0.91 *_.. 

4!'~;!r~/."" . '., ' 
8!'f? ' 

- .............

~ 

-'--~ 
it 

l·;-)!r~se. 

BlJRIED SYIiBOL
-I £_ 
-··~-·-I"""IU 
c:::::. ,IA -(W) ,/A ...., 

I£RIAL SYIiBOL LEGEND- - --• 0 .'POl( 

* * -""' 

MYOU VISTA 

;'.'~
;,.,..: 

t.,Al.lLOfC, 

_._~~r,s~ 

PATTERSON 

ATTSE 
" ltW'tIlII( ua"nu 

GMiWiItTOfIUCIf 
UOO1~ 

.. ""., 
PATfERSOti

-'".-S8G-l£4.....-.1.- .. ......l


