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Minimum reinforcement bar size shall be No. 4. 
Reinforcement spacing in both transverse and 
longitudinal directions in the deck shall not exceed 
seven inches on centers to minimize cracking width.

LADOTD Deck design tables presented in Part 
III, Ch 2 may be used to determine the deck 
reinforcement requirements in the interior regions of 
the deck, provided that the stated limitations are met.

Deck overhang and the adjacent region to the 
overhang shall be designed for vehicle collision 
provisions in accordance with A13 in addition to 
wheel load. Refer to D9.5.5 for deck overhang 
reinforcement requirement when approved crash 
tested railings are used.

For bridges composed of simple span precast 
girders made continuous, additional longitudinal 
continuity reinforcement shall be provided at the top 
of deck over continuity diaphragm locations in 
accordance with D5.14.1.4. Refer to A6.10.1.7 for 
additional deck reinforcement requirements in 
negative flexure moment region of continuous steel 
girder bridges.

A deck placement sequence shall be provided on 
the bridge plans for all continuous multiple span 
bridges with a cast in place concrete deck. Refer to 
Bridge Design Special Details - Miscellaneous Span 
Details and D6.7.2 for requirements on deck 
placement sequences for continuous multi-span 
prestressed girder and steel girder bridges. 


