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The Inspector/Technician need only be concerned with the parts of the form shown on the 
example.  The remainder of the form will be completed by the tester in the laboratory.    Refer 
to Sample Identification for Header Information instructions.  Refer to the Department's latest 
Application of Quality Assurance Specifications for Portland Cement Concrete Pavement & 
Structures.
 
The District Laboratory Technician is responsible for Independent Assurance sampling and 
esting in accordance with DOTD S 701. t
 
 

 

This entry is located on the MATT Menu and is 
a required entry.  Please note that results must 
be entered in the proper format based on the 
reporting unit selected, M or E. 

 
 

 
Enter the Lot No. assigned to the identifiable 
concrete pour for the project.  Required entry, 
numeric, use leading zeros if necessary.  

 
                                                                                                                              

 
Enter the Quantity of concrete for the lot. 
Required entry, leading zeros are not 
necessary. 

                                                                                                                              
                                                                                                                              

 

Assigned by the district laboratory in numerical 
order beginning with 001.  Required entry, 
numeric, enter leading zeros if necessary.  Mix 
Design No. can be obtained from the PCC Mix 
Design (03-22-0735) for a specific project, 
plant and material type. 

                                                                                                                              
                                                                                                                              

 

Enter Y for Yes or N for No. This information 
can be obtained from the PCC Mix Design.  
Air       = Air Entraining Admixtures 
WR-NS = Water Reducing - Normal Set  
WR-SR =Water Reducing - Set Retarding  

 

Signature of  field  personnel making  the 
cylinders and performing  the  
acceptance tests for Slump and Air 
Content. 

 
 



 
 
Record the Batch information for one of both batches. 
 
Batch No:     Indicate the batch no. for the lot of concrete.  Completed by field 

personnel. 
 
D
 

ate Tested:    Numeric, use leading zeros if necessary.  Completed by laboratory. 

Acceptance Tests:  Numeric, leading zeros may be omitted.  Enter Slump, mm (in.) and Air 
Content, %. Completed by field personnel. 

 
Sample No:    Numeric, leading zeros may be omitted.  This field represents the Sample 

ID number assigned by field personnel when the cylinders are being 
made. 

 
Time Made:    Indicate the time (hr:min) the concrete cylinders were made.  Completed 

by field personnel making the cylinders. 
 
 
The remaining information is completed by the testing laboratory in accordance with DOTD TR 
230. 
 
                                                     


