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CHANNELIZING DEVICES

DIRECTION OF TRAFFIC

TYPE ª BARRICADE

   GOUDCHAUX DR. TURNOUTS AND CONCRETE AT PORT OF S. LA. ENTRANCE TURNOUT.

   STA. 46+12.31 - STA. 51+95.81 (RAILROAD AVE.) AND FIREHOUSE LN,

3. LAY ASPHALT BINDER AND WEARING COURSES FROM STA. 100+12.56 - STA. 120+50.81 (LA. 637), 

2. CONSTRUCT BASE COURSE FROM STA. 120+50.81 - STA. 151+00.00 AND RTC TURNOUT.

   AND CURB & GUTTER FROM STA. 120+50.81 - STA. 151+00.00 AND RTC TURNOUT.

1. REMOVE EXISTING ROADWAY AS SHOWN AND CONSTRUCT NEW ROADWAY EMBANKMENT, SUBSURFACE DRAINAGE, CROSS DRAINS 

Figure 8-44a: Sequence of Construction Phase ©
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   GOUDCHAUX DR. TURNOUTS AND CONCRETE AT PORT OF S. LA. ENTRANCE TURNOUT.

   STA. 46+12.31 - STA. 51+95.81 (RAILROAD AVE.) AND FIREHOUSE LN,

3. LAY ASPHALT BINDER AND WEARING COURSES FROM STA. 100+12.56 - STA. 120+50.81 (LA. 637), 

2. CONSTRUCT BASE COURSE FROM STA. 120+50.81 - STA. 151+00.00 AND RTC TURNOUT.

   AND CURB & GUTTER FROM STA. 120+50.81 - STA. 151+00.00 AND RTC TURNOUT.

1. REMOVE EXISTING ROADWAY AS SHOWN AND CONSTRUCT NEW ROADWAY EMBANKMENT, SUBSURFACE DRAINAGE, CROSS DRAINS 

Figure 8-44b: Sequence of Construction Phase ©
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   GOUDCHAUX DR. TURNOUTS AND CONCRETE AT PORT OF S. LA. ENTRANCE TURNOUT.

   STA. 46+12.31 - STA. 51+95.81 (RAILROAD AVE.) AND FIREHOUSE LN,

3. LAY ASPHALT BINDER AND WEARING COURSES FROM STA. 100+12.56 - STA. 120+50.81 (LA. 637), 

2. CONSTRUCT BASE COURSE FROM STA. 120+50.81 - STA. 151+00.00 AND RTC TURNOUT.

   AND CURB & GUTTER FROM STA. 120+50.81 - STA. 151+00.00 AND RTC TURNOUT.

1. REMOVE EXISTING ROADWAY AS SHOWN AND CONSTRUCT NEW ROADWAY EMBANKMENT, SUBSURFACE DRAINAGE, CROSS DRAINS 

Figure 8-44c: Sequence of Construction Phase ©
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