
CL

See Inset

See Inset

SECTION A-A

SECTION B-B

See Inset

Shoulder

Shoulder

A

A

B B

PLAN VIEW

W

SLAB LENGTH W

INSET

50’ or less

�"

�"

�"

�"

51’ or greater

Travel

Lane

Travel

Lane
1

"
  

(
M

in
)

1" (Min)

1" (Min)

�" ¨ �"

Binder and

Base Courses

”

”

Existing

PCCP

Existing

PCCP

Existing

Transverse or

Longitudinal Joint

Existing Joint

Existing
Joint

Req’d Longitudinal

Joint (›)

Req’d Longitudinal

Joint (Shoulder)

Req’d Transverse Joint

Req’d

Sawcut

Req’d

Sawcut

Req’d

Sawcut

Wearing

Course

RESERVOIR

DIMENSIONS

NOTES:

1. See CPR 01 and 02 for detail for

   sealing of existing PCCP joints (if applicable).

2. Sawcuts in asphaltic concrete lifts (¶)

   to be paid for as a NS item.

3. Sawing and sealing joints in asphaltic

   concrete overlay (”) to be paid

   for as a NS item.

4. Detail not to scale.

Hot poured sealant shall

conform to section 602.05 

of the Std. Specs.
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