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BENT NOTES:

CONSTRUCTION SPECIFICATIONS: LATEST APPROVED LOUISIANA STANDARD SPECIFICATIONS

FOR ROADS _AND BRIDGES, SUPPLEMENTAL SPECIFICATIONS AND SPECIAL PROVISIONS.
DESIGN SPECIFICATIONS: AASHTO LRFD SIGN SPECIFICATIONS, 4th EDITION

03 INTERIMS.

WITH 2008 & 20 S
DESIGN LOAD: LIVE LOAD IS HL-93, AND LADV-1{ (LOUISIANA DESIGN VEHICLE

LIVE LOAD 201 1).
STRUCTURAL CONCRETE: AL L CONCRETE SHALL BE CLASS A.

EXPOSED EDGES SHALL HAVE A 34" CHAMFER UNLESS OTHERWISE NOTED.

ALL EXPOSED FACES OF WINGWALLS AND ENDS OF CAPS SHALL RECEIVE A SURFACE
FINISH AS PER SUB-SECTION 805.13 OF THE STANDARD SPECIFICATIONS, EXCEPT
WHEN SPECIFIED ELSEWHERE IN THE PLANS.

/2" PREFORMED JOINT MATERIAL AND ASPHALT SATURATED FELT SHALL BE INCLUDED
IN THE PRICE BID FOR CLASS A CONCRETE.

REINFORCING STEEL: ALL REINFORCING STEEL SHALL BE GRADE &0.

DIMENSIONS RELATING TO FABRICATION ARE QUT 7O OUT OF -BARS UNLESS

OTHERWISE NOTED. DIMENSIONS RELATING TO SPACING ARE TO BAR CENTERS,
UNLESS OTHERWISE NOTED. DOWELS (60! BARS) SHALL BE PROVIDED AT ALL FIXED
BEARINGS AND APPROACH SLAB BEARINGS (SEE GENERAL PLAN). ALL EXPOSED ENDS
OF DOWELS SHALL BE WRAPPED WITH TWO LAYERS OF 15 LB. ASPHALT SATURATED
FELT. CLOSE FITTING TUBES OF COMPRESSIBLE MATERIAL NOT LESS THAN

6" THICK MAY BE SUBSTITUTED.

PRECAST CONCRETE PILES: FOR DETAILS SEE STANDARD DETAIL CS-2i6.

EXTERIOR PILES ARE TO BE BATTERED OUTWARD AT IY2 ON 12 IN THE LONGITUDINAL
DIRECTION OF THE BENT, WHEN NOTED ON THE GENERAL PLAN.
PREFORMED JOINT MATERIAL: PREFORMED JOINT MATERIAL SHALL BE IN ACCORDANCE

WITH SECTION 805.12 OF THE STANDARD SPECIFICATIONS.
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