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APPENDIX A 
to 

STATE OF LOUISIANA 
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT 

INTERSECTION CONTROL DEVICE PERMIT 

 

Applicant:__________________________________________ 

Developer:__________________________________________ 

 

Permit Number:_____________________________________ 

GENERAL CONDITIONS 

Applicant must construct its Traffic Control Device and appurtenances 
(collectively “Structure”) and any drainage in STRICT compliance with the 
approved Plans.  Failure to do so will result in cancellation of the Permit and the 
immediate removal of the Structure from Louisiana Department of 
Transportation and Development (“DOTD” or “Department”) property. If there 
are any conflicts between the Plans and DOTD’s Louisiana Standard 
Specifications for Roads and Bridges, latest edition, (“Standard Specifications”), 
the provisions contained in the Standard Specifications shall govern unless that 
aspect of the Plans was specifically approved by the Department. 

Prior to acceptance by the DOTD, Developer and Applicant shall maintain, 
repair, and/or reconstruct the entire Structure including, but not limited to, all 
drainage associated with the Structure, and the superstructure, substructure, 
piers, abutments, walls, approaches and all backfill and grading associated with 
the Structure, as well as all graffiti removal or overpainting involving the 
Structure if required by DOTD at Developer’s and Applicant’s sole expense.  
During such maintenance, repair, or reconstruction, Developer and Applicant(s) 
shall comply with the Traffic Control Management provisions below.  

Developer and Applicant shall require all contractors (and their subcontractors) 
that will be performing any work on DOTD’s property, to furnish evidence of the 
insurance coverage, policies and binders, and endorsements required herein 
prior to commencing any work on DOTD’s property.  

Protection of any fiber optic cable systems is of extreme importance since any 
break could disrupt service to users resulting in business interruption and loss 
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of revenues and profits.  If such systems are present, the Applicant will 
telephone the telecommunications company(ies) involved, arrange for a cable 
locator, make arrangements for relocation or other protection of the fiber optic 
cable and will commence no work on DOTD’s property until all such protection 
or relocation has been accomplished.   

Developer and Applicant shall require that all contractors, , telephone the 
appropriate DOTD Assistant District Administrator for Operations during normal 
business hours (7:00 AM to 5:00 PM, Central Time, Monday through Friday, 
except holidays) prior to commencing any construction, maintenance, repair, or 
reconstruction on DOTD Property.  

Developer and Applicant shall ensure that no work performed by its contractors 
shall cause any interference with the constant, continuous and uninterrupted 
use of the roadway, property, and facilities of DOTD, its licensees or others, 
unless specifically authorized in advance by DOTD.  In addition, nothing shall 
be done or suffered to be done by Developer, Applicant or their contractors at 
any time that would in any manner impair the safety of the roadway, property, 
and facilities of DOTD, its licensees or others.  All machinery, materials and 
equipment of Developer, Applicant and their contractors shall be kept at least 
fifty (50) feet from any roadway travel lanes unless and until there is strict 
compliance with all Traffic Control Management measure listed hereinbelow, 
and there shall be no vehicular crossings except at existing public crossings, 
unless specifically authorized by the DOTD.  

INSURANCE 

Applicant shall not begin work upon or over DOTD’s Right-of-Way/property until 
DOTD has been furnished the insurance certificates and endorsements 
required below and DOTD’s Designated Representative has advised the 
Department that such insurance is in accordance with the Permit requirements.  
The required insurance shall be kept in full force and effect during the 
performance of all its work related to this permit and thereafter until Developer, 
or Applicant (1) has removed all equipment and materials from DOTD’s 
property, (2) has cleaned and restored DOTD’s property to DOTD’s satisfaction, 
and (3) the work and installation of the device has been accepted by the DOTD.  

Applicant shall, at their sole cost and expense, procure and maintain the 
following insurance coverage: 

A. Commercial General Liability insurance.  Commercial general liability 
(CGL) with a limit of not less than $1,000,000 each occurrence and an 
aggregate limit of not less than $2,000,000.  CGL insurance must be written on 
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ISO occurrence form CG 00 01 (or a substitute form providing equivalent 
coverage). Commercial general liability policy will name DOTD as an additional 
insured and, to the fullest extent allowed under law, will contain a waiver of 
subrogation in favor of the State of Louisiana and the DOTD.  

B. Business Automobile Coverage insurance.  Business auto coverage 
written on ISO form CA 00 01 (or a substitute form providing equivalent liability 
coverage) with a combined single limit of not less $1,000,000 for each accident 
and coverage must include liability arising out of any auto (including owned, 
hired and non-owned autos). 

C. Workers' Compensation and Employers' Liability insurance.  Coverage 
must include but not be limited to: 

Applicant's statutory liability under the workers' compensation laws of the State 
of Louisiana. 

Employers' Liability (Part B) with limits of at least $500,000 each accident, 
$500,000 disease policy limit $500,000 each employee.  

Coverage must include liability arising out of the U. S. Longshoremen's and 
Harbor Workers' Act, the Jones Act, and the Outer Continental Shelf Land Act, 
if applicable.   

If Applicant is self-insured, evidence of such state approval is required.  

D. Umbrella or Excess insurance.  If Applicant utilizes umbrella or excess 
policies, these policies must “follow form” and afford no less coverage than the 
primary policy.  In addition, Excess Umbrella Insurance may be used to meet 
the minimum requirements for General Liability and Automobile Liability only. 

E.  Builder’s Risk.  Builder’s Risk Insurance shall be in an amount equal to 
the greater of the fully-completed project value or the amount of the 
construction contract including any amendments and shall be upon the entire 
Work included in the contract.  The policy shall provide coverage equivalent to 
the ISO form number CP 10 20, Broad Form Causes of Loss (extended, if 
necessary, to include the perils of wind, earthquake, collapse, 
vandalism/malicious mischief, and theft, including theft of materials whether or 
not attached to any structure).  The policy must include architects’ and 
engineers’ fees necessary to provide plans, specifications and supervision of 
Work for the repair and/or replacement of property damage caused by a 
covered peril, not to exceed 10% of the cost of the repair and/or replacement. 



Appendix A to Permit No._______ 
Page 4 of 22 

An Applicant may provide an installation floater in lieu of a Builder’s Risk policy, 
with the similar coverage as the Builder’s Risk policy, upon the system to be 
installed in an amount equal to the greater of the fully-completed project value 
or the amount of the contract including any amendments.  Flood coverage is not 
required. 

The policy must include coverage for the Owner, Applicant and any 
subcontractors as their interests may appear and will provide coverage until the 
DOTD accepts the construction of the device. 

If Applicant advises that Builder’s Risk insurance, or an installation floater, is not 
available, Applicant must provide the DOTD with documentation substantiating 
this assertion.  In such cases, Developer and Applicant shall be responsible for 
making any repairs, corrections, or restorations of any kind, at no cost to the 
Department, to the installed equipment, device, or controller before the work will 
be accepted by the Department. 

F. Pollution Liability Insurance. Pollution Liability coverage must be 
provided if the scope of the work as defined in the Agreement includes 
installation, temporary storage, or disposal of any “hazardous” material that is 
injurious in or upon land, the atmosphere, or any watercourses; or may cause 
bodily injury at any time.  

If required, pollution liability coverage must be written on ISO form Pollution 
Liability Coverage Form Designated Sites CG 00 39 (or a substitute form 
providing equivalent liability coverage), with limits of at least $1,000,000 per 
claim and an aggregate limit of $2,000,000.00. The policy shall not be cancelled 
for any reason, except non-payment of premium. 

If required, Applicant warrants that any retroactive date applicable to the 
coverage under the policy is the same as or precedes the effective date of this 
Permit; and that continuous coverage will be maintained or an extended 
discovery period will be exercised for a period of 5 years beginning from the 
time the work under this Permit is completed or if coverage is cancelled for any 
reason the extended discovery period will be exercised for the maximum time 
allowed by the policy.   

G. Deductibles and Self-Insured Retentions  Any deductibles or self-insured 
retentions must be declared to and accepted by the DOTD.  The Applicant shall 
be responsible for all deductibles and self-insured retentions. 

H. Each policy must be issued by financially reputable insurers licensed to 
do business in Louisiana during the term of the Permit.  A certificate of 
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insurance will be provided to DOTD by Applicant, reasonably satisfactory in 
form and content, evidencing that all required coverage is in force and has been 
endorsed to provide that no policy will be canceled or materially altered without 
first giving the DOTD thirty (30) day’s prior written notice.  All policies will be 
primary to any insurance or self-insurance the DOTD may maintain. Applicant 
will include copies of relevant endorsements or policy provisions with the 
required certificate of insurance.  Nothing contained in this Section limits 
Developer’s or Applicant’s liability to the DOTD to the limits of insurance 
certified or carried by Applicant.  As Applicant may be utilizing independent 
contractors to construct, reconstruct, or maintain its facilities, Applicant will 
provide in the contract between it and the contractor that contractor meet the 
insurance requirements as set forth in this Permit.   

INDEMNITY 

In consideration of the Permit and permission herein granted, Developer and 
Applicant, jointly and in solido, assume and agree to indemnify, save, and hold 
harmless the State of Louisiana and the DOTD, its officers, employees, servants, 
agents,  and representatives from any claims or demands, whether arising in or 
based upon tort, contract, strict liability, or otherwise, including legal fees and 
court costs, made by any and all persons for accidents, damages, injuries, or 
losses of any kind arising from or related to the exercise by Developer of this 
Permit, or from the breach of any of the terms or conditions of this Permit by 
Developer or Applicant, and from any payments which DOTD and other state 
agencies, or any of them, may make to its or their employees and/or their 
beneficiaries, or any of them, under the provisions of any compensation law or 
other similar law or under the provisions of any plan for employees' benefits 
adopted by State of Louisiana, in settlement for accidents or injuries arising from 
or growing out of Developer’s exercise of this permit, the failure of Developer to 
construct and maintain its facilities as herein provided, or from  Applicant’s 
operations or failure to comply with the permit.  Developer shall indemnify, save 
and hold harmless the aforementioned entities as provided in this section unless 
such loss arises out of the SOLE negligence of the DOTD.   

Developer and Applicant recognize the danger incident to the operation of its 
facility over the public roadway and right-of-way, and agrees to adopt and enforce 
upon their employees engaged in constructing, reconstructing or maintaining the 
facility proper rules and regulations for their safety while on or near such right-of-
way and roadway, and Developer and Applicant assume all liability for injuries to 
all persons engaged in such work and agree to indemnify, save and hold 
harmless the State of Louisiana and DOTD, its officers, employees, servants, 
agents, and representatives from any liability for such injuries except when the 



Appendix A to Permit No._______ 
Page 6 of 22 

same is caused by the sole negligence of DOTD, or its employees or 
agents/representatives.   

Developer and Applicant agrees to reimburse and pay DOTD and the State of 
Louisiana any judgments, costs, and expenses or amounts paid out in settlement, 
which they or any of them may be put to or may be compelled to pay on account 
of any claims arising under Developer's and Applicant’s duties of indemnification, 
saving, and holding harmless.   

It shall be the exclusive duty and responsibility of Applicant to inspect the 
property subject to this agreement to make sure that it is safe for the entry of its 
employees, agents and contractors.  Applicant shall advise all of its employees, 
agents and contractors entering the DOTD’s property of any safety hazards on 
the property, including, without limitation, the presence of moving vehicles, 
buried cables, tripping hazards and overhead wires.  Applicant shall instruct all 
of its employees, agents and contractors entering the property that all persons, 
equipment and supplies must maintain a distance of at least fifty (50) feet from 
any roadway travel lane, except as provided elsewhere herein.  Applicant shall 
ensure that no personnel, equipment or supplies under its control are safely 
outside any danger associated with the property subject to this agreement.  

Applicant shall have no right to permit others to access DOTD property except as 
allowed herein. 

TEMPORARY TRAFFIC CONTROL AND MANAGEMENT 

Developer and Applicant are responsible for furnishing, installing, maintaining, 
and removing temporary construction barricades, precast concrete barriers, 
lights, signals, pavement markings and signs; providing flaggers; and complying 
with all other appropriate requirements regarding the protection of the work, 
workers, and safety of the public.  This work also includes traffic control 
management in compliance with the following provisions and the Manual on 
Uniform Traffic Control Devices (MUTCD), including the installation, inspection, 
maintenance, and removal of all temporary traffic control devices for the 
Developer’s project.  Signs, barricades, barriers, channelizing devices, 
pavement markings, etc., shall comply with these provisions, or MUTCD if these 
provisions do not address a situation or provide adequate protection. 

Signs, barricades, barriers, channelizing devices, pavement markings and 
arrangements thereof, as shown on DOTD standard traffic control plans, are 
minimum requirements. Applicant is responsible for acquiring and 
implementing those traffic control standard plans before beginning any work on 
DOTD right of way.  Appropriate signs for special conditions shall be furnished 
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and installed as directed by a DOTD traffic engineer at no cost to DOTD.  
Requirements for proper signs, barricades, barriers, channelizing devices, or 
other safety precautions promulgated by the contractor's insurers are not 
negated by these specifications.  These specifications shall not be construed to 
relieve the contractor of responsibilities for the safety of the public, for liability 
in connection therewith, or compliance with State and local laws or ordinances. 

The Applicant shall assign one or more authorized Traffic Control Supervisors 
(TCS) to provide traffic control management for the project.  If more than one 
TCS is assigned, then a weekly schedule identifying who will be in charge of 
providing traffic control management on a daily basis shall be submitted to the 
local DOTD District Permit Specialist, or DOTD District Area Engineer.  The 
TCS shall have a set of all permit requirements relating to traffic control or traffic 
staging and a current copy of the MUTCD and a current copy of Louisiana Work 
Zone Traffic Control Details readily available at all times.   

If the Applicant utilizes a subcontractor to provide traffic control management, 
the subcontractor’s TCS shall meet all the requirements set forth herein. 

The Applicant may assign one or more Traffic Control Technicians (TCT) to 
assist the TCS in inspection and maintenance of Traffic Control Devices. 

Note:  In these Temporary Traffic Control and Management provisions, where 
reference is made to sections or subsections, these refer to the respective 
sections and subsections of the latest edition of the Louisiana Standard 
Specifications for Roads and Bridges.  Be aware that sections/subsections 
numbers may change between editions. 

Materials.  Materials for temporary signs, barricades, barriers and related 
devices shall comply with the following Sections and Subsections: 

  Title:         Section: 
  Portland Cement Concrete      901 
  Reinforcing Steel     1009 
  Backing Material     1015.04(b) 
  Reflective Sheeting     1015.05 
  Temporary Pavement Markings   1015.08 
  Raised Pavement Markers & Adhesive  1015.09 
  Thermoplastic Pavement Markings  1015.10 
  Traffic Paint      1015.12 
  Barricade Warning Lights    1018.12 
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 (a)  Temporary Pavement Markings: Temporary pavement markings shall 
be a minimum of 4 inches (100 mm) wide. 

 (b)  Reflective Sheeting: Reflective sheeting requirements for temporary 
signs, barricades, channelizing devices, drums and cones shall comply with 
the following: 

(1)  Temporary Signs and Barricades:   On the mainline of freeways 
and expressways, the initial advanced warning construction sign shall be 
fabricated using ASTM D 4956 Type X (Fluorescent Orange) reflective 
sheeting.  Reflective sheeting for all other temporary signs and barricades shall 
comply with the requirements of ASTM D 4956, Type III.  

(2)  Vertical Panels:  Reflective sheeting for vertical panels used to 
channelize or divide traffic shall meet the requirements of ASTM D 4956, Type 
III. 

(3)  Drums:  Reflective sheeting for drums shall be a minimum of 6 
inches (150 mm) wide and shall meet the requirements of ASTM D 4956, Type 
III, and the Supplementary Requirement S2 for Reboundable Sheeting as 
specified in Subsection 1015.05. 

(4)  Cone Collars:  Reflective sheeting for traffic cone collars shall 
meet the requirements of ASTM D 4956, Type VI. 

Fabrication.  Fabrication of temporary signs, barricades and related devices 
shall conform to Subsection 729.04.  Fabrication of precast concrete barriers 
shall conform to Section 805. 

Temporary Signs And Barricades 

General:  Temporary signs, barricades and related devices will be required 
when the Applicant's work is in progress or when its operations are suspended 
prior to acceptance by the DOTD.  During such times that temporary signs, 
barricades and related devices are not in place, appropriate existing regulatory 
signs shall be maintained by the Applicant. 

Construction work shall not begin until signs, barricades and other traffic 
control devices have been erected and approved by the local DOTD District 
Permit Specialist, or DOTD District Area Engineer. 

When temporary signs to be furnished and erected by the Applicant are in 
place and approved, the Applicant's Traffic Control Supervisor (TCS) shall 
cover any standard signs that are in conflict with temporary signs. 
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When placing signs, the Applicant shall coordinate with the local DOTD Traffic 
Engineer in removing Departmental signs, so that appropriate signs are in 
place at all times. 

Signing shall remain in place and be maintained by the Applicant, 
supplemented by additional signs as required, throughout the period of work.  
When previously used signs are to be erected on a project, the local DOTD 
Traffic Engineer will inspect and approve these signs before erection.  The 
DOTD engineer will require any sign with reduced reflectivity or excessive color 
fading to be removed from the work zone.  In case of a dispute over a rejected 
used sign, the Department at its discretion, may take such measurements or 
review reflectivity and color data obtained by the Applicant to determine if the 
sign meets minimum standards for new materials.  Signs that do not meet the 
minimum standards for new materials shall be replaced by the Applicant at no 
cost to the Department. 

Rejected signs will be marked "NOT FOR USE ON STATE PROJECTS" on the 
back of the sign. 

Signs placed by the Applicant shall be removed according to the Traffic Control 
Plan.   

On projects where the surface course is constructed with asphaltic concrete or 
portland cement concrete, permanent striping and raised pavement markers 
(when required) shall be completed prior to removal of barricades. 

Signs, barricades and related devices furnished and placed by the Applicant 
shall, upon removal, remain the Applicant's property. 

Advance Warning Area:  When required, advance warning arrow panels for 
temporary traffic control shall be provided at locations shown on the standard 
plans or as directed by the Department.  Panels shall be one of the specified 
types complying with the Department's MUTCD.  If no type is specified, Type C 
panels shall be furnished. 

Construction Zone:  In areas of the construction zone all traffic control 
devices used shall be in accordance with Temporary Traffic Control Standard 
Detail TC-00. 

Temporary Precast Concrete Barriers 

Barrier units will be furnished by the Applicant as needed or required at no cost 
to the Department.  The Applicant shall relocate barrier units as required during 
construction. 
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Connecting pins and plastic reflectors shall be furnished by the Applicant at no 
cost to the Department.  Reflectors shall have 7.0 square inches (4,500 
sq mm) minimum reflective area, and be installed a maximum of 15 feet (4.6 
m) apart (each side) in accordance with the manufacturer's recommendations.  
Damaged pins or reflectors shall be replaced as directed by the engineer. 

After completion of the work, barrier units shall be removed by the Applicant.  

Pavement Markings 

Color, width, and type of temporary pavement markings shall be in accordance 
with Table 713-1 and the MUTCD.  Temporary pavement markings shall be in 
place at the end of each day's operation. 

Temporary striping tape shall be applied by approved methods to the 
satisfaction of the engineer.  Thermoplastic Pavement Markings shall be 
applied in accordance with Subsection 732.03.  Painted Traffic Striping shall be 
applied in accordance with Section 737. 

 

 

 Table 713-1              Temporary Pavement Markings1,2 

(Table on next page) 
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Two-lane Highways 

Undivided 
Multilane 
Highways 

Divided 
Multilane 
Highways 

 

 

 

S 

H 

O 

R 

T 

 

T 

E 

R 

M 

ADT<1500; 
or 
ADT>1500 
and 

time<3 
days 

Lane lines 4-foot (1.2 
m) tape on 40-foot 
(12 m) centers; with 
"Do Not Pass" and 
"Pass With Care" 
signs as required 

  

ADT>1500; 
Time>3 
days and<2 
weeks 

Lane lines 4-foot (1.2 
m) tape on 40-foot 
(12 m) centers with
no passing zone 
markings 

  

All ADT's 
with time 

<2 weeks 

 Lane lines 4-foot 
(1.2 m) tape on 40-
foot (12 m) 
centers; double 
yellow centerline 

Lane lines 4-foot 
(1.2 m) tape on 
40-foot (12 m) 
centers 

All ADT's 
with time 

>2 weeks 

Standard lane lines, 
no-passing zone 
markings, legends 
and symbols and 
when pavement width 
is 22 feet (6.7 m) or 
greater, edge lines 

Standard lane 
lines, centerlines, 
edge lines, and 
legends and 
symbols 

Standard lane 
lines, 
centerlines, 
edge lines, and 
legends and 
symbols. 

1No-passing zones shall be delineated as indicated whenever a project is open 
to traffic. 

2On all Asphaltic Surface Treatments that are open to traffic and used as a 
final wearing course or as an interlayer, temporary pavement markings (tabs) 
on 20-foot (6 m) centers shall be used, in lieu of the 4-foot (1.2 m) tape, on 40-
foot (12 m) centers.
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Short-term Pavement Markings:  Short-term pavement markings will be required on 
any pavement surface under traffic when exercise of this permit temporarily changes 
the flow of traffic. 

Centerlines on two-lane highways and lane lines on multilane highways shall be 
temporary striping tape a minimum of 4 feet (1.2 m) long on a maximum of 40-foot (12 
m) centers.  When short-term pavement markings require no-passing zone markings or 
double yellow centerlines on undivided multilane highways, they shall be any of the 
temporary pavement markings listed in Subsection 713.02. 

Removal of short-term pavement markings will only be required on the final surface. 

Long-term Pavement Markings:  Long-term pavement markings will be required on 
any surface which is not covered by any additional roadway surface material in 2 
weeks or less, if required for Applicant’s work.  Long-term pavement markings shall 
include, but are not limited to, standard lane and centerline markings (i.e., 10-foot (3 m) 
stripes on a maximum of 40-foot (12 m) centers), edgelines, no passing zone markings 
on 2-lane highways, stop bars, and legend and symbol markings as shown on the 
permanent pavement marking details.  Layout work for exact location of markings will 
only be required on the final surface. 
 
These markings shall consist of any of the pavement markings listed in Subsection 
713.02.  Long-term markings do not include the installation of raised pavement 
markings. 

Final Surface:  If appropriate, on the final surface (portland cement concrete 
pavement or asphaltic concrete pavement), temporary markings shall be placed with 
sufficient accuracy to avoid conflict with permanent striping where possible.  
Temporary pavement markings on the final surface shall be any of the pavement 
markings listed in Subsection 713.02. 

Placing permanent markings over traffic paint will be acceptable on final surfaces 
provided the temporary markings have been placed in the final configuration (proper 
final layout) and the painted lines are not flaking or showing signs of deterioration. 

The removal of temporary pavement markings, if required, shall be in accordance with 
the requirements for the type of permanent marking being used.  There shall be no 
objectionable staining of pavement surface as a result of the removal procedure. 

Temporary Reflectorized Raised Pavement Markings:  When required, temporary 
reflectorized raised pavement markings shall be installed in accordance with Section 
731. 

Pavement Markings for Asphaltic Surface Treatment:  The type of markings shall 
be in accordance with Table 713-1.  Short-term temporary pavement markings shall be 
in place at the end of each day's operation. Long-term temporary pavement markings 



Appendix A to Permit No._______ 
Page 13 of 22 

shall be in place as soon as practical after expiration of the 4-day maintenance period 
following any asphaltic surface treatment operation.  On the final wearing course, 
permanent markings shall be placed two weeks following completion of the long-term 
temporary pavement markings. 

When used on the final wearing course, painted traffic striping shall be in accordance 
with Section 737.   

Centerlines on two-lane highways and lane lines on multilane highways shall be 
temporary raised markers in accordance with Subsection 1015.08(c).  "No-passing 
zone" markings shall be any of the temporary pavement markings listed in Subsection 
713.02. 

The temporary raised pavement markers shall be installed in accordance with the 
manufacturers' recommendations or as directed by the DOTD engineer.  The 
temporary raised markers shall be flexible reflective tabs placed at 20-foot (6 m) 
intervals on the centerline of the roadway.  The markers shall be installed so that the 
reflective faces of the markers are perpendicular to a line parallel to the roadway 
centerline. 

If directed by the DOTD engineer, the temporary raised pavement markers shall be 
removed after permanent striping has been accomplished.  Damage to the pavement 
surface shall be repaired at no direct pay. 

Portable Work Zone Traffic Control Devices. 

All Category I, II, and III portable work zone traffic control devices, as described below, 
shall be crashworthy as determined by evaluations through the National Cooperative 
Highway Research Program (NCHRP) 350 for Test Level 3 (TL-3).  

Category I Devices:  Category I devices are low-mass, single-piece traffic cones, 
tubular markers, single-piece drums and flexible delineators and are, by definition, 
considered crashworthy devices meeting NCHRP Report 350 TL-3 criteria.  Drum and 
light combinations with Type A or C warning lights and fastener hardware consisting of 
vandal resistant 1/2 inch (13 mm) diameter cadmium plated steel bolts and nuts used 
with 1 1/2 inch (38 mm) diameter by 3/4 inch (19 mm) cup washers are included as 
Category I devices.  In lieu of testing for crashworthiness, acceptance of Category I 
devices for compliance with NCHRP 350 will be allowed based on self-certification by 
the supplier.  The supplier shall certify that the product is crashworthy in accordance 
with the evaluation criteria of NCHRP 350.  This certification may be a one-page 
affidavit signed by the supplier, with supporting documentation kept on file to be 
furnished if requested.  

Category II Devices:  Category II devices include other low mass traffic control 
devices such as portable barricades either with or without lights and or signs, portable 
sign stands, portable vertical panel assemblies, and drums with lights not meeting the 
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drum and light combination requirements for Category I.  Individual crash testing is 
required for Category II devices.  FHWA letters of approval shall serve as verification 
that these devices comply with the crash testing requirements of NCHRP Report 350 
TL-3.  The Applicant shall provide the engineer a listing of all the Category II devices to 
be used on the project prior to installation including a reference to the FHWA Work 
Zone letter number for each device.  The Applicant shall also certify that each device 
has been crash tested and meets the NCHRP 350 requirements. 

Category III Devices:  Category III devices include massive devices such as concrete 
barriers, water filled barriers and portable attenuators.  Individual crash testing is 
required for Category III devices.  FHWA letters of approval shall serve as verification 
that these devices comply with the crash testing requirements of NCHRP Report 350 
TL-3.  The Applicant shall provide the engineer a listing of all the Category III devices 
to be used on the project prior to installation including a reference to the FHWA Work 
Zone letter number for each device.  The Applicant shall also certify that each device 
has been crash tested and meets the NCHRP 350 requirements. 

Traffic Control Management 

(a) Authorizations:  Prior to commencing work requiring traffic control management, 
the Applicant shall submit to the local DOTD District Permit Specialist, or DOTD District 
Area Engineer, proof of the Traffic Control Supervisor's (TCS) and Traffic Control 
Technician's (TCT) current authorizations.  All Traffic Control Management shall be at 
Applicant’s expense.  

(1)  The Department will accept the TCS authorization of other approved 
agencies or firms only if all of the following minimum TCS requirements are met: 

(i) Successful completion of a work zone traffic control supervisor 
course approved by the Department. 

(ii) Passing a written examination on the work zone traffic control 
supervisor course. 

(iii) A minimum of one year full-time field experience, verified by the 
agency or firm, in work zone traffic control.  This experience may be verified by the 
Department at its discretion. 

(iv) A TCS refresher course is required every 4 years.   

(2)  The Department will accept the TCT authorization of other approved 
agencies or firms only if all of the following minimum requirements are met: 

(i) Successful completion of a work zone traffic control technician 
course approved by the Department. 
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(ii) Passing a written examination on the work zone traffic control 
technician course. 

(iii) A TCT refresher course is required every 4 years. 

(b) Traffic Control Supervisor (TCS) Duties:  The TCS’s responsibility shall be traffic 
control management, and the TCS shall be available to the DOTD District Administrator, 
or designee, to address traffic control management issues as needed.  The following is 
a listing of the TCS’s primary duties: 

 (1) The TCS shall personally provide traffic control management and 
supervision services at the project site.  The TCS may have other assigned duties, but 
shall be readily available at all times to perform TCS duties as required in the contract.  
A minimum of one TCT or TCS shall be required on site during working hours. 

 (2) The TCS shall be responsible for observing and evaluating both the day 
and night time performance of all traffic control devices installed on the project, in 
accordance with the Traffic Control Plan (TCP), to ensure that the devices are 
performing effectively as planned for both safety and traffic operations.  This shall be 
done upon the initial installation of the devices and when any modifications and/or 
changes are made, in addition to the inspection of traffic control required in Heading (e). 

 (3) The TCS shall be responsible for revisions requested by the Department 
to the traffic control plan and shall submit the new traffic control plan in accordance with 
Heading (c). 

 (4) The TCS shall be responsible for the training of flagging personnel.  This 
training will ensure that all flagging done on the project is in compliance with the 
MUTCD Part VI and Louisiana Work Zone Traffic Control Details. 

 (5) The TCS shall coordinate all traffic control operations for the duration of 
the work under the permit, including those of subcontractors, utility companies, and 
suppliers, to ensure that all traffic control is in place and fully operational prior to the 
commencement of any work. The Department recognizes that the Developer/Applicant 
does not have direct control over the traffic control operations of the utility companies.  
The coordination provided by the TCS when dealing with utility companies is specifically 
for the purpose of coordinating concurrent utility traffic control with any other 
construction traffic control to avoid conflicts.   

 (6) The TCS shall coordinate, in writing, all project activities with the 
appropriate law enforcement, fire control agencies, and other appropriate public 
agencies as determined by the local DOTD District Permit Specialist, or DOTD District 
Area Engineer.  The TCS shall also invite the above agencies to any pre-construction 
conference. 
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 (7) The Department in collaboration with the TCS, shall prepare and submit 
statements concerning road closures, delays, and other project activities to the news 
media on a weekly basis or more often as needed.  News releases shall be submitted to 
the appropriate DOTD District Administrator, or designee, for review and approval prior 
to the District’s submittal to the news media. 

 (8) The TCS shall be responsible for immediately notifying the local DOTD 
District Permit Specialist, or DOTD District Area Engineer, of all vehicular accidents 
and/or incidents related to the project traffic control.  The time and date of notification 
shall be documented in the traffic control diary.  The TCS shall also monitor and 
document queues that occur as necessary. 

 (9) The TCS assigned to the project shall attend all project meetings. 

 (10) The TCS shall be responsible for the maintenance, cleanliness, 
replacement, and removal of traffic control devices of the existing traffic control plan 
during working and non-working hours. 

(c) Traffic Control Plan Revisions:  Requests for revision(s) in the standard traffic 
control plan(s) must be made in writing to the local DOTD District Traffic Engineer a 
minimum of 14 calendar days in advance of the needed revision.  If the requested 
revision falls within the scope of the existing permit drawings, the District Traffic 
Engineer, or designee, may approve the revision.  If the DOTD District Traffic  
Engineer, or designee, determines that the requested revision is outside the scope of 
the permit drawings, the Applicant will be required to submit a permit change request.  
The change request drawings shall conform to the following:  

 (1) Letter size original permit drawings --The change request drawings shall 
be submitted on high quality white 8 1/2 x 11 inch letter size paper.  The drawings may 
be hand drafted or computer drafted and arranged in landscape format on the page.  
The text and drawings must be legible after reproduction on standard reproduction 
equipment.  Left, bottom and right hand margins shall be at least 1/2 inch and the top 
margin shall be 1 inch. 

 (2) Full size original permit drawings -- The change request drawings shall be 
submitted on high quality, 4-mil, double-matte film using a plotting or reproduction 
process that fuses the graphics to ensure durability.  Repeated handling and friction due 
to stacking of plans shall not smear, flake or rub off the graphics.  Improper plotter 
settings and plotter wear may cause inconsistent durability of the drawings.  The 
Developer shall test samples of the submitted drawings for durability.  Advance samples 
of matte films may be submitted for approval; however, the permit plans will be tested 
separately.  Failures will result in rejection of the submittal.  Drawing sizes shall be in 
accordance with Subsection 801.03(a). 
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Lettering on change request drawings shall be of adequate size to facilitate a 50 percent 
reduction of plans.  Additions or changes shall be made with a permanent type of 
waterproof ink made for this purpose.  If revised cross sections are required, the cross-
sections shall be plotted on standard plate cross-section sheets.  The ground line, 
centerline elevation, and station numbers, as a minimum, shall be drawn in ink; the 
remaining information may be in pencil. 

Regardless of size, all change request drawings and documents required shall be 
identified with the Permit project title and any project number.  All plans and calculations 
shall be signed and sealed by a professional civil engineer currently registered to 
practice in Louisiana. 

All plans submitted by the Applicant shall conform to these specifications and 
standards.  The DOTD District Traffic Engineer, or designee, may reject any plans not 
conforming to these standards. 

Revisions to the TCP that are determined to be outside the scope of the original permit 
drawings must be approved by the DOTD District Traffic Engineer prior to 
implementation of the requested revision.  In some cases on high traffic routes or high 
priority projects, the revisions must be approved by the HQ Traffic Operations Engineer.  

(d) Traffic Control Diary:  The TCS shall maintain a project traffic control diary using 
the forms found in Appendix B.  The TCS shall keep the traffic control diary current on a 
daily basis, and shall sign each daily entry. Approval of the daily diaries in accordance 
with the plans and specifications is subject to La. R.S. 14:133 “Filing or Maintaining 
False Public Records.”  Photographs and videotapes may be used to supplement the 
written text.  

The traffic control diary shall be available at all times for inspection by the local DOTD 
District Permit Specialist, or DOTD District Area Engineer; and the diary shall be 
reviewed with the local DOTD District Permit Specialist, or DOTD District Area 
Engineer, on a weekly basis and a copy submitted on a monthly basis.  Failure to 
complete the diary on a daily basis or make the diary available for review shall result in 
a charge of $150.00 per calendar day, as a penalty for failing to abide by this permit 
condition for each day the diary is not maintained or is not available for review.  
Submitted diaries that indicate that contemporary daily record keeping has not been 
maintained, as determined by the Department, shall result in a charge of $150.00 for 
each such deficiency as a penalty.  Developer and Applicant agree to be liable, in 
solido, unto the DOTD for the failure of the Applicant to comply with this requirement.  
The lack of a weekly review by the local DOTD District Permit Specialist, or DOTD 
District Area Engineer shall not relieve the Developer or Applicant from the assessment 
of stipulated damages for any failure to maintain a daily traffic control diary.  The traffic 
control diary shall become the property of the Department at the completion of the 
project. 
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(e) Inspection of Traffic Control:  The TCS shall be responsible for the inspection of 
all traffic control devices every calendar day that traffic control devices are in use.  This 
inspection may be delegated to the TCT.  The “Quality Guidelines for Work Zone Traffic 
Control Devices” standard by the American Traffic Safety Services Association (ATSSA) 
shall be used to evaluate the condition of the traffic control devices to determine if 
acceptable for use.  The TCS shall provide for the immediate repair, cleaning, or 
replacement of any traffic control devices not functioning as required to ensure the 
safety of the motorist and construction personnel and/or not meeting the ATSSA 
standard. 

Inspection of the traffic control devices shall be conducted by the TCS at the beginning 
and end of each workday, and as scheduled or directed by the local DOTD District 
Permit Specialist, or DOTD District Area Engineer, during the workday.  The traffic 
control devices shall be inspected by the TCS on weekends, holidays, or other non-
work days at least once per day. Traffic control devices shall be inspected by the TCS 
at least once a week during nighttime periods and the same night after any 
modifications or changes have been made in the traffic control devices. 

(f) Failure to Comply:  The Department may suspend all or part of the Applicant’s 
operation(s) for failure to comply with an approved “Traffic Control Plan,” the standard 
DOTD traffic control plans, or failure to correct unsafe traffic conditions within a 
reasonable period of time after such notification is given to the Applicant. If there are 
major traffic control deficiencies that require immediate corrective action for the safety of 
the travelling public, the Department may completely suspend the Applicant’s 
operations. This suspension can either be verbal or written, but shall be followed up in 
writing as soon as practical. The Department reserves the right to revoke or de-certify 
the TCS for gross neglect of his or her duties. The TCS at this point shall retake a 
Department approved TCS course and will be subject to a 90 day probationary period at 
the discretion of the Department.   

In the event that the Applicant does not take appropriate action to bring the deficient 
traffic control into compliance with the approved traffic control plan or to correct the 
unsafe traffic conditions, the Department may proceed with the corrective action using 
its own forces, and such costs will be charged against the Applicant and Applicant 
agrees to be liable unto the Department for said charges.  

If the Applicant’s operations are suspended by the Department, the Applicant shall be 
liable unto DOTD in the amount of $10,000.00 as a daily charge for its failure to comply 
with the suspension.  The Applicant shall not be relieved of the responsibility to provide 
traffic control safety to the traveling public when a project is under full or partial project 
suspension.  When a project is under suspension due to the Applicant’s failure to 
comply with this section the Applicant shall continue to provide traffic control 
management.  If suspensions or partial suspensions are requested by the Applicant, the 
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additional traffic control management costs will continue to be at the Applicant’s 
expense. 

(g) DOTD Modifications:  The provisions included in the project’s plans and 
specifications for handling and controlling traffic during construction may be changed by 
the local DOTD District Permit Specialist, or DOTD District Area Engineer, with the 
approval of the DOTD District Traffic Operations Engineer, due to actual field conditions 
encountered.  Such changes will be made by written instruction to the Applicant and 
shall be considered an amendment to the plans and specifications as of the date of 
change. 

(h).   Developer and Applicant hereby agree to pay DOTD all assessed charges and/or 
penalties within thirty days of notice of same.  In the event payment is not made within 
thirty days, Developer and/or Applicant, as applicable shall be liable unto DOTD for 
interest thereon at the legal rate from date of demand until paid.  In the event charges 
are turned over to a collection agent, or litigation is instituted to collect any assessed 
charges, Developer and Applicant, agrees to be liable for all reasonable attorneys’ fees 
and costs incurred by the Department or other state agencies in said litigation or 
collection efforts. 

PERFORMANCE BOND 

With the permit application, Applicant shall furnish a Performance Bond on the form 
provided below in a sum equal to $______________________for the faithful 
performance of the requirements and conditions of the permit.  The bond shall be 
written by a surety or insurance company that is in good standing and currently licensed 
to write surety bonds in the State of Louisiana by the Louisiana Department of 
Insurance and shall conform to the requirements of LSA-R.S. 48:255.  The bond shall 
inure solely to the benefit of the Department and its successors or assigns, and no other 
person shall have any right of action based thereon. 

**REMAINDER OF PAGE IS BLANK** 
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LOUISIANA DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT 

PERFORMANCE BOND 

 

Be it known that _____________________________________________________ (Applicant) as 
Principal, and 

____________________________________________________________________________________
___, and_____________________________________________________________, as Surety(ies), 
authorized to do business in Louisiana, hereby bind themselves, in solido, to The Louisiana Department 
of Transportation and Development, and other potential claimants, for all obligations incurred by the 
Principal under its permit for the construction of PROJECT 
_______________________________________________________________________ 

____________________________________________________________________________________
________, in the full amount 
_______________________________________________________________ DOLLARS 
($_____________________).  The obligations of the Principal and Surety under this performance bond 
shall continue in full force and effect until all requirements contained in the permit, its plans and 
specifications, have been completed in a timely, thorough, and workmanlike manner.  The parties 
acknowledge that these bonds are given under the provisions and limitations contained in La. R.S. 48:250 
et seq.  

By this instrument(s), the Principal and Surety(ies) specifically bind themselves, their heirs, successors, 
and assigns, in solido, under the following bonds: 

PERFORMANCE BOND.  To the Louisiana Department of Transportation and Development in the full 

permit/project amount of ______________________________________________________DOLLARS 

($______________________), in order to secure the full and faithful performance and timely completion 

of the permit and project according to the permit’s conditions, plans and specifications, inclusive of 

monetary charges, penalty damages, and/or stipulated damages as assessed. 
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LOUISIANA 

DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT 
PERFORMANCE BOND 

 

In witness whereof we have signed this instrument as dated:          

 
WITNESSES: 

 
 
Signature:_____________________ 
Printed: 

 
 

Signature:_____________________ 
Printed: 

 
 
 
 
 
 
 
 
 

Signature:_____________________ 
Printed: 

 
 

Signature:_____________________ 
Printed: 

 
 
 
 
 
 
 
 
 
 

Signature:_____________________ 
Printed: 

 
 

  
By __________________________________________  
 Signature of  Principal   
 
_____________________________________________  
                Typed or Printed Name and Title 
 
 
Date:_________________ 
 
 
 
 
_____________________________________________ 
Surety 1 
 
By___________________________________________  

Signature of Attorney-in-Fact       (Seal)  
 
_____________________________________________ 

       Typed or Printed Name 
 
Date:__________________ 
 
 
 
 
 
_____________________________________________ 
Surety 2 (if needed) 
 
By __________________________________________  

Signature of  Attorney-in-Fact                  (Seal)  
 
_____________________________________________ 
         Typed or Printed Name 

Signature:_____________________ 
Printed: 

 

 Date:____________________ 
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A copy of the permit and subsequent correspondence/communication from LA DOTD with respect to the 
permit bond should be directed to: 
  (FOR SURETY 1)               (FOR SURETY 2) 
 
 
 
 Bonding Agency or Company Name 

 
 

 Bonding Agency or Company Name 
 

 

 Local Agent or Representative 
 
 

 Local Agent or Representative 
 

 

 Address 
 
 

 Address 
 

 

  
 
 

  
 
 

 

 Phone Number 
 
 

 Phone Number 
 
 

 

 Fax Number 
 

 Fax Number 
 

 

 


