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Section 2C.8 
 

CHURCH WARNING SIGN POLICY 
 
 
 

2C.8.1 MUTCD REFERENCE 
 
Vehicular Traffic Warning signs, Section 2C.49 
 

2C.8.2 LEGAL 
 
Revised Statute 48:277 allows the department to erect signs in advance of driveways for churches 
located along state highways. 
 

2C.8.3 CONDITIONS FOR USE 
 
Church warning signs shall be used when vehicles on the state highway cannot see vehicles in 
the church driveway by the specified distance listed in Table 2C-4 in the MUTCD under 
condition B, column 0.  If there are objects such as trees, fences, etc. blocking the driver’s vision 
to the church driveway on the church property, the objects shall be removed and the site shall 
be re-evaluated prior to sign approval. 
 

2C.8.4 APPROVAL 
 
Church warning signs shall be approved by the District Traffic Operations Engineer if the 
Conditions for Use in the above section (2C.8.3) are met.  If the conditions are not met, the sign 
shall be approved by the Traffic Engineering Management Administrator. 
 

2C.8.5 DOCUMENTATION 
 
The District Traffic Operations Engineer may consider documenting the locations of the church 
warning signs by either Control Section – Logmile or GPS coordinates. 
 
 
 
 


