
TEMPORARY TRAFFIC CONTROL (TTC)
STANDARD PLANS



WHY?

• Road Construction             Work zone
• Safety 
• EDSM III.1.1.23 Development of a Traffic 
Control Plan
– Suggested Sequence of Construction
– Typical Situations, Don’t Reinvent the Wheel

• TTCs



STANDARD PLANS

• Louisiana Standard Specifications for Roads 
and Bridges 2006 ed. (Blue Book)

• 105.04 Coordination and Precedence of 
Contract Documents

Special 
Provisions Plans Supplemental 

Specs 
Standard 

Specs 
Standard 

Plans 



TTC REVISIONS & WZTF

• WZTF – Work Zone Task Force
– Meet Once a Month
– Discuss Work Zone Issues and Concerns
– Determine Practical Ways to Mitigate These Issues 
and Concerns While Adhering to State Standards 
and the MUTCD, Manual on Uniform Traffic 
Control Devices



WZTF

• How to bring up issues or concerns
– Open Attendance
– Inform Someone in the WZTF

• ~15 People Regularly Attend
• ~75 Different People Have Attended



TTC REVISION PROCEDURE
• EDSM I.1.1.2 Policies For Adoption, Revision, And 
Distribution Of Standard Plans

Initial monthly 
reviews with WZTF

Annual compilation 
of reviews to revise 

TTCs

Traffic Engineering 
Development 
revises TTCs 

Send to Contracts 
and Specs (C&S)

C&S sends to 
Committee (Section 
Heads) for review 

Review comments 
from Committee 

and revise 

C&S sends to Chief 
Engineer for review 

Review comments 
from Chief Engineer 

and revise

C&S sends to FHWA
Review comments 
from FHWA and 

revise 

Traffic Engineering 
Development sends 
to Chief Engineer 



What Is This?
• TTC ‐00 (A) ‐ Flashing Arrow 

Board
• TTC‐09, 10, 14 ‐ Flashing Arrow 

Panel
• TTC‐11, & 13 ‐ Flashing Arrow 

Panel, Type “C”
• Revised ‐ Flashing Arrow Board, 

Type “C”
• “Arrow Boards shall only be used 

to indicate a lane closure. Arrow 
boards shall not be used to 
indicate a lane shift.” (MUTCD p. 
603)



SMALL REVISIONS

• Qualified Products List (QPL)→Approved Materials List (AML)
• Any Sign of W20‐1 Series May Be Used

– Road Work XX Feet, Road Work XX Miles, or Road Work Ahead



SMALL REVISIONS

• Added a Visual Roll‐Ahead Distance to the Drawings
• Multiple Versions of the Words Roll‐Ahead Changed to 

Uniformly Say “Roll‐Ahead”



PCMS

• PCMS to be approved 
by DTOE

• EDSM no longer exists
• Messages shall be 
pertinent to current 
construction activities



PCMS

• If PCMS is close to travel 
lane, use a minimum 3 
drum taper spaced at 20ft 
with a 4th drum alongside 
the PCMS



PEDESTRIAN CONSIDERATIONS

• MUTCD Chapter 6D Section 6D.01
– Provide a route for pedestrians if construction 
interferes with movement 

– Route must be reasonably close
– Provide advanced warning 



DEVICE SPACING REVISIONS



LANE SHIFT TOWARD 
SHOULDER



LANE CLOSURE AND SHIFT 
TOWARD SHOULDER



MULTI‐LANE MOVING 
OPERATIONS



Conclusion 

• There are other changes not mentioned
• Many considerations not adopted
• Last version was in 2013





CONTACT INFO

Gary LeBlanc, PE
Phone: 225‐379‐1310
Email: Gary.N.Leblanc@LA.GOV

Chris FaKouri, EI
Phone: 225‐242‐4638
Email: Chris.FaKouri@LA.GOV


